
ITEMQTY ITEMQTY

4 1 15 1 Female MK2 case, Stainless steel

17 1 Male MK2 case, Stainless steel

5 1 21 1

6 1 20 2

10 1 19 1

7 2 16 1

8 1

9 1

11 1 22 1

13 1 23 1

12 3 24 1

20 1 25 1

21 1 26 1

27 1

3 1

2 1

1 1

2 1

Due to our policy of continuous product improvement, specifications may change without notice - Maintenance sheet PWA 17 11 63 40 00 A

It is the customer's responsability to check the compatibility between valves material and transported product.

PEROLO SAS, 69 Rue des Maçons, 33390 Blaye, FRANCE -Phone : + 33 (0)5 5742 67 00 - Email : sales@perolo.com   
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Washer, S.S. -

V-pin, S.S. -

70 10 15 00 53

Poppet kit:

17 11 66 00 01 11 11 24 30 04

17 11 66 00 01

Note : Material of the parts are indicated for Halar Version with 

Hastelloy internal components . 

17 16 25 90 00

17 11 66 01 00

70 10 15 00 53

11 11 24 30 08

Lift fork kit:

Actuator kit: 17 11 01 91 00

-

17 11 11 80 06

11 11 24 30 03

Packing ring, Stainless steel

-Stop ring, Stainless steel

11 11 24 00 15Packing gland, PTFE

-Spacer, Stainless steel

-

11 11 70 00 16

Kalrez Gasket18,72 80 10 01 93 20 -

Spindle bush, PTFE 11 11 24 00 06

70 13 20 37 14 Gasket Ekonol, PTFE 70 10 90 00 93

Elastic ring, Stainless steel -

Spindle seals kit: 11 11 25 95 00 11 11 70 0A 04

Spindle bush, PTFE 12 85 30 00 05 -

Spindle kit: 11 11 49 00 09 Spring system kit: 11 11 14 99 19

Spindle, Hastelloy C276 11 11 49 00 09 11 11 70 0A 03

3'' CHEMFLOW 90° MKII
Footvalve

CF39

MAINTENANCE

DESIGNATION PART N° DESIGNATION PART N°

Flat poppet, Hastelloy C22

O'ring, FEP/Silicon

Lift fork kit, Hastelloy C276

O'ring, FEP/Silicon

V-pin, Stainless steel

Washer, Stainless steel

Beta pin, Stainless steel

Spring, Stainless steel

Actuator, Stainless steel

Nut, Stainless steel

Pushing Fork , Stainless steel

Roller spindle

Bush

Roller

Poppet seal kit: 70 10 15 00 53

Tightening torque 
stuffing clamp: 1/4 
clockwise turn from 

Tightening torque 
actuator:  120 N.m.
+/-5


