SINCE 1919

77 PEROLO\\ ND32 Ball Valve

QUALITY BUILT TO LAST ADC3X

1 2" BSP Threaded ATCO™

INSTALLATION

1. Check Inlet (tank side) flange is clean, free from dirt and grit. The valve must be fully open or closed.

2. For studs : Screw the studs into the weld-in flange, lubricate with PTFE added grease before installing the studs

3. Install the valve on the flange, secure with washer and nuts (refer to PWAGENOOT fort bolt tightening sequence) :lBC:
4. For screws : Install the screws into the weld-in flange, lubricate with PTFE added grease before installing the
5. Check the valve Tighten the nuts torque : 30 N.m +/- 5

6. Open and close the valve 3 times to check the operational torque.

if a piping system linked to the tank is installed on the process side of the valve, we recommend to have a

flexible hose in-between the valve and the piping system to avoid any additional stress on the fastening studs

NO GASKET
ITEM DESCRIPTION SPECIFICATION PART N°
ND32 Ball Valve
2 IND32 ATCO Ball Valve 4x @11 x 103.5 PCD ADC3X7T21CS21
3 | Screw Kit 4 x M10-25 screws, 4 x grower washers 1291 99 00 00

int @32mm, ext @127mm, thickness 22mm
1 Weld-in Flange 4 x M10 x 103.5 PCD 11 90 20 00 00
316L Stainless Steel

169

AIR LINE

Due to our policy of continuous product improvement, specifications may change without notice - Installation sheet PWA 11 24 12 30 00 B
Perolo warranty is null and void in case of fitting non OEMparts
It is the customer's responsability to check the compatibility between valves material and transported product.
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