SINCE 1919

2" ATCO 90° ALN5X or AKN5X

77 PEROLO\\ ND50 BALL VALVE

—— QUALITY BUILT TO LAST
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ALN5X or AKN5X

MAINTENANCE

DESIGNATION PART N° Nb: Perolo recommends

Ball seals kit: 11 12 42 92 00 - the spindle seals should be changed
simultaneously to maintain the ball valve

Ball seals (PTFE) 111239 0009 spindle perfectly tight.
O’ring (FEP encapsulated) 7010150010 - both ball gaskets should be changed
O'ring (Viton) 701001 02 39 simultaneously
. - when clamping ring is changed we
Ball kit: recommend to also order ball seals kit
Ball (stainless steel) 1114590011
Spindle kit:

Spindle (stainless steel) 1112390016

Spindle seals kit: 11 12 42 93 00
Bearing bush (PTFE) 11123900 14

O’ring (FEP encapsulated) 7010150012

Spindle seal (PTFE) 11123900 21
Washers: 11124293 00 7
Woasher (stainless steel) 7013253715
Elastic washer (stainless steel) 7013263708 -
Handle kit: 11 14 16 92 00 .
Handle 11123900 22

Handle cap, nitrile -

Nuts (stainless steel) -
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Stop washer (stainless steel) -

/

Woasher (stainless steel) -

Remote control lever kit: 11 1475 91 00
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Remote control lever (stainless steel) 1114700001
Nuts (stainless steel) -
Stop washer (stainless steel) -
Woasher (stainless steel) -

Clamping ring kit: 11 12 69 93 00

Clamping ring (stainless steel) -

Screws M6 (stainless st.) -

Tools kit: 11 12 69 94 00
Spindle assembly tool 1112699201
O’ring assembly tool 1112699202
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tightening torque 10 N.m.+/-5 @ @

Due to our policy of continuous product improvement, specifications may change without notice - Maintenance sheet PWA 11 14 60 40 00 B

Perolo warranty is null and void in case of fitting non OEMparts
It is the customer's responsability to check the compatibility between valves material and transported product.
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