
1. Ensure that the Inlet (tank side) flange is clean; free from dirt and grit.

2. Screw the studs into the weld in flange. Lubricate the threads with PTFE added grease.

3. Place the gasket.

4. Fit ball valve on the weld in flange and secure with washers and nuts.

    Tighten the nuts torque : 50 N.m +/-5 (use our bolting kit A2-70 or A4-70 class)

5. Assemble gasket and blind flange on the top same bolting procedure them above

6. check torque after 24 hours

Refer to our PWAGEN001 sheet for flange tightening details

Caution: If over tightened, the valve may be difficult to be opened.

It works with a pneumatic single-acting actuator.

The minimum air supply is 5.5 bar. 

NB: To get information about maintenance, please refer to the AFN5X maintenance sheet PWA1112694000

if a piping system linked to the tank is installed on the process side of the valve, we recommend to have a 

flexible hose in-between the valve and the piping system to avoid any additional stress on the fastening studs

Caution: Do not disassemble the actuator from ATCO
TM

 Ball valve.

For better and long time performances, assembly and settings are realized in PEROLO factory. 
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Due to our policy of continuous product improvement, specifications may change without notice - Installation sheet PWA 11 17 08 30 00 E

It is the customer's responsability to check the compatibility between valves material and transported product.
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Perolo warranty is null and void in case of fitting non OEMparts


