
Body length 280mm

O'rings material FEP/ SILICONE

Guiding material PTFE

Made of (material) 316L / 1.4404 stainless steel

Nominal diameter 100mm (4")

5" /4" HYDRAULIC FOOTVALVE 

Footvalve
19 11 71 00 00

The Perolo 5" /4" hydraulic footvalve is  designed to be used as a 

footvalve. It is hydraulically operated.

SPECIFICATION

Weight 78 Kg

Inlet flange 8x Ø14 on a 178 PCD (external FV)

Outlet flange 8x Ø18 on a 180 PCD (external FV)

Working pressure 3 bar

Test pressure 4,5 bar

-20° to +165°CWorking temperature

STANDARD FEATURES 

CONFORMITY & CERTIFICATION

EN 14433:2014

Seal PTFE 19 11 65 90 01 Approved by : A-C-I

Weld-in-flange 19 11 71 00 01

External footvalve 19 11 67 00 00

Operating Hydraulically

DIMENSIONAL DRAWING
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Due to our policy of continuous product improvement, specifications may change without notice - Specification sheet PWA 19 11 71 20 00 A

It is the customer's responsability to check the compatibility between valves material and transported product.

PEROLO SAS, 69 Rue des Maçons, 33390 Blaye, FRANCE -Phone : + 33 (0)5 5742 67 00 - Email : sales@perolo.com

Perolo warranty is null and void in case of fitting non OEMparts

19 11 65 00 00Internal footvalve

ACCESSORIES

Studs kit 19 11 71 90 00

CODIFICATION


